
STI Product 
Geometric 

Focus
Azimuthal

Radius
Azimuthal

Length
Array Design Name (mm) (mm) (mm)

2D Endo-Cavity
              Frequency   /   Number of Elements
              6.5MHz    /    128                    Micro-convex 6.5EC128 30 10.0 26.2
              6.5MHz    /    128   New ENCAP product!                 Micro-convex 6.5EV128-EcP 35 10.0 26.2
              6.5MHz    /    192                    Micro-convex 6.5EC192 35 10.0 25.8
              9.0MHz    /    256                    Micro-convex 9EC256 30 10.0 26.2
              6.0MHz    /    128                    Micro-convex 6EV128 35 12.5 28.2

3D Mechanical Endo-Cavity Probe 
              Frequency   /   Number of Elements
              6.5MHz    /   128          NEW!                    Micro-convex 6.5EV128-3D 22 12.0 NA

Endo-Cavity Biplane
              Frequency   /   Number of Elements
              6.5MHz    /   128 Micro-convex  BP-6.5EC128 30 10.0 26.2
              (dual arrays)                    Linear  30 Flat 55.0
              6.5MHz    /   96 Micro-convex BP-6.5EC96 25 8.8 19.6
              (dual arrays)                    Micro-convex 25 8.8 19.6

Abdominal
              Frequency   /   Number of Elements
              3.5MHz    /   128                                    Convex 3.5CL128-60 70 60.0 67.2
             4.0MHz    /   192                     Convex 6C2 70 61.7 60.8
              3.5MHz   /   128          NEW!                             Convex 3.5CL128-50 65 50.0 56.3
              3.5MHz   /   192          NEW!                             Convex 3.5CL192-40 65 40.0 42.2
              3.5MHz   /   192                                     Convex 3.5CL192-60 65 60.0 63.4

Vascular-Small Parts
              Frequency   /   Number of Elements
              6.0MHz    /   128                    Linear 6L128-EcP 25 Flat 38.4
              7.0MHz    /   128                    Linear 8L5 / L7 18 Flat 38.4
              8.0MHz    /   128                    Linear 8L128-EcP 20 Flat 38.4
              8.0MHz    /   192                    Linear 8L192-EcP 20 Flat 38.4
              9.0MHz    /   128                    Linear 9L128 18 Flat 25.6
            11.0MHz    /   192                                     Linear 11L192-EcP 15 Flat 38.4
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STI Product 
Geometric 

Focus
Azimuthal

Radius
Azimuthal

Length
Array Design Name (mm) (mm) (mm)

Arrays for 3D Mechanical Probes
              Frequency   /   Number of Elements
              6.5Mhz    /   128                    Micro-convex 6.5EC128 30 10.0 26.2
              6.5MHz   /   192                    Micro-convex 6.5EC192 35 10.0 25.8
              8.0MHz   /   192                    Linear 8L192 20 Flat 38.4
            11.0MHz   /   192                       Linear 11L192-EcP 15 Flat 38.4
              9.0MHz   /   256          NEW!                    Micro-convex 9EC256 30 10.0 26.2

Cardiac Phased (PZT) and Convex
              Frequency   /   Number of Elements
              3.0MHz   /   64                      Phased 3V2c 85 Flat 16.6
              3.5MHz   /   64                      Phased 5V2c 70 Flat 14.1
              5.0MHz   /   64                      Phased 7V3c 50 Flat 9.6
              3.0MHz   /   96                      Phased 4V2c 70 Flat 19.2
              3.0MHz   /   128                                     Convex 3CL128-20 85 20.0 36.1

Cardiac Phased (Single Crystal)
              Frequency   /   Number of Elements
              3.5MHz   /   64          NEW! Phased 35PX64 85 Flat 19.2
              5.5MHz   /   64          NEW! Phased 55PX64 65 Flat 9.6
              3.5MHZ  /   128        NEW!  Phased 35PX128 75 Flat 28.2

Cardiac Doppler
              Frequency   /   Number of Elements
              2.0MHz   /   2                          CW Doppler CW2 55 NA NA
              5.0MHz   /   2                        CW Doppler CW5 45 NA NA

Surgical 
              Frequency   /   Number of Elements
              8.0MHz   /   128   Intraoperative     Linear IO-8L128-EcP 20 Flat 38.4
              7.5MHz   /   95     Laparoscopic       Convex LP-75CL95-EcP 23 48.0 30.2

Small Parts / Veterinary
              Frequency   /   Number of Elements
              6.0MHz   /   128                                    Micro-convex 6CL128-12 35 12.5 28.2
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